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SECTION I

I NTRODUCT ION

This report describes a program conducted by the University

of Dayton under contract to the Air Force Wright Aeronautical

Liboratories, Aero Propulsion Laboratory (AFWAL/POTA). The

objective of this program was to develop nondestructive testing

techniques to extend the sensitivity and range of the real-time

holographic system currently being used. Such an extension of

the current capability to study rotating disk dynamics is essen-

tial to a thorough understanding of the dynamics of full-scale

turbine blades and thereby an improvement in dynamic design.

The development and implementation of improved experimental

and analytical technology to achieve increased understanding and

improved prediction of the dynamic behavior of rotating bladed-

disk structures is a prime objective of all turbomachinery

developers. This is particularly essential in advanced tech-

nology weapons systems where increasing emphasis is placed on

achieving higher thrust-to-weight ratios, partially addressed by

the use of lightweight, high-work, bladed-disk rotating struc-

tures. Typically, bladed-disk failure histories indicate that

fatigue failures of these structures can be attributed to blade

alone or blade-disk coupled modes characterized by diametrical

node lines. These modes are usually complex in nature and typi-

cally difficult to characterize using traditional experimental,

dynamic structural analysis techniques based solely on current

strain gage technology.

Continuous wave and pulsed laser interferometric holography

have been used routinely as techniques for establishing the

response frequencies and resultant mode shapes of structures. In

gas turbine engines, the most common application of holography

has been the study of blade airfoils and bladed-disk assemblies

under nonrotating conditions. These analyses have greatly

improved the understanding of blade and disk interaction under
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dynanic conditions. There is a serious drawback, however, w4 i-i

Utnits this form of analysis: body forces resulting from corn-

)onent spinning cannot be applied in a bench test. The only way

to simulate these forces is by actually spinning the coinponlnt )r

:ise;embly. in order to analyze these structures under rotat in.g

conditions, an optical system incorporating a rotating et-ecor

prisn with associated controls has been developed, which Las 3 U-

ficient precision to enable interferometric holograms of r-taL tn

objects to be constructed.

The optical nondestructive testing techniques investiated
previously at the Aero Propulsion Laboratory have used holograp .y.

The first approach used a ruby laser and an optical derotator to

take a double exposure hologram of a rotating disk. The

resulting hologram presents a comparison of the disk at two dif-

ferent instances in time, separated by some set period of time

(typically a few microseconds). The short pulses of the ruby

laser, a few nanoseconds, freeze all motion associated with the

disk as well as any motion in the system being used to make the

hologram. Therefore, this system can tolerate many different

vibrations in the system and requires a minimal amount of align-

ment to ensure optical derotation. Iowever, there were a number

of limitations to this system. Two of the most important were:

only two points in the rotation of the object can be compared and

transient modes are difficult to study with this technique. To

increase the versatility of the system, the Air Force converted

the system to a real-time stroboscopic holographic system. The

University of Dayton was responsible for the design and manufac-

ture of the laser modulation system and also worked with the Air

Force in the setup and operation of the holographic system. With

this system the structural dynamics of a disk can be studied in

real-time and at any given rotational position of the disk. The

phase and frequency of the strobe can be varied to observe the

dynamics of the disk at various positions, at various rotational

2



speeds, and at various excitation frequencies. All characteristics

,)f the dynamics of the rotating disk can be seen as they happen.

The extension of the derotated, holographic interferomttry

to a Ceal-time system has significantly extended the range and

chdracter of rotating disk dynamics which can be studied.

:iowever, any holographic technique is limited in the amplitude of

JLsplacements which it can measure. A new testing technique

m(ieds to be developed to permit the study of large dynamic

lisplacements (from a few microns and up) of rotating turbine

blades.

In this program the University investigated the feasibility

oC using moire, speckle interferometry, and multiple wavelength

contouring in conjunction with the real-time optical derotation

system currently in use. Each of these approaches is addressed

;(e-parately in this report to provide continuity in the text.

The first task addressed is an analysis of the current

real-time image-derotated holographic interferometry system being

used by AFWAL/POTA to present a better understanding of the

problems and inherent limitations in the system. In particular,

the alignment of the derotator and the aberrations of the optical

system are addressed. Based on this analysis, Section 2 presents

the University's recommendations and actions to improve the

current system.

The remainder of this report is dedicated to a discussion

of moire, speckle, and multiple wavelength interferometry with

particular emphasis on projected fringe moire interferometry.

Each approach was evaluated on the basis of the form of data

obtained, expense and availability of equipment, range of

sensitivity, and possible errors. Section 10 of this report sum-
marizes the results of this program and presents a recommended

system for moire interferometry in the AFWAL/POTA facility.

3



SECTION II

ANALYSIS OF REAL-TIME HOLOGRAPHIC SYSTEM

The Aero Propulsion Laboratory's real-time derotated

holography system is a modification of a system originally devel-

o)ped by United Technologies to do double-pulsed derotated
holor aphy of rotating structures.1 Since the pulsed ruby ]asfr
tiJ ,nore than enough energy to make a hologram, the original

!3yst.m did not need to be energy efficient. Therefore, the

pulse±d system used a Lossy 50:50 beam splitter and operated at a

J.ry high F-number. Because of the very short pulse of the ruby

la.3(r, alignment and optical tolerances needed only to be of

intorferometric quality over a very limited range.

I. ILLUMINATION SYSTEM

For the real-time system 2 the efficiency needed to be

i pnroved by replacing the 50:50 beam splitter with polarizing

optics and by using an efficient retroreflecting paper on the

,)bject. The polarizing optics yielded nearly a factor of four

improvement in light efficiency. The size of the object which

could be illuminated was limited by the aperture of these

polarizing optics. The alignment tolerances on the optical

system were increased by devising a new alignment procedure which

ensured close alignment over 360 degrees of rotation of the

object. The problems which remained were the ability to illumi-

nate a larger object efficiently, collect the retroreflected

light more efficiently, and obtain a higher resolution image.

These problems were addressed in this program.

To increase the object area which could effectively be
illuminated and to provide more light collection efficiency, the

1-inch (25 mm) polarizing beam splitting cube and 2/3-inch

(15 mm) wave plate were replaced with a 4-inch (100 mm) polarizing

beam splitting plate and a 2-inch (50 mm) wave plate. The

extinction coefficient of the polarizing beam splitting plate is

4



only about 90 to I while the extinction coefficient of the

polarizing beam splitting cube was over 500 to 1. This loss in

the efficiency of the beam splitter is not a problem. The total

loss of the polarizing beam splitting plate (double pass) is only

aoout 20 to 25 percent as opposed to over 75 percent for the

"0:50 beam splitter. The light which is lost using the

polarizing beam splitting plate rather than the cube is regained

in the light collection increase afforded by the larger aperture.

We did not recommend a larger polarizing beam splitting

cube simply because of cost considerations. The optical derota-

to)r makes all of the stationary optics in the viewing system

appear to rotate. A 2-inch thick glass cube will typically have

some distortions and a small wedge, and will generally degrade

the quality of the image due to spherical aberrations. A high-

quality cube of this size is very expensive. The local distor-

tions an3 wedge would be transformed into movement in the image

plane which could not be corrected for by alignment techniques.

By using a beam splitting plate and using the plate in reflection

for imaging, these problems are completely avoided and a higher

quality image is possible.

2. IMAGING SYSTEM

The double-pulsed derotator optical system used an infinity

corrected 1-inch (25 mm) doublet as a primary imaging element, a

similar optic as a field lens behind the derotator, and an inex-

pensive copy lens for the final imaging. The optical derotator

prism itself introduces about 20 microns (almost a mil) of spheri-

cal aberration (from theoretical ray trace). The effect of the

spherical aberration is to cause a slight spreading (about 5

microns) of any detail in the image plane. The capability of

this optical system is about 5 line pairs per millimeter (LP mm)

(125 line pairs per inch (LPI)).

The real-time holographic system uses a video system to

enlarge the holographic image for easy viewing. On the video

5



imie, the resolution of the optical system translates into about

0.5 LP mm (about 10 [PI) which is a clearly visible degradation.

This degradation is mostly cosmetic for the purposes of holo-

graphy (since the interference fringes are formed behind the

derotator) but it could be fatal for certain moire applications.

We found that by replacing the double-pulsed system imaging and

field lenses with high-quality flat-field enlarger/copy lenses

(Rodenstock) the resolution through the derotator could be

improved to about 60 LP mm (1510 LPI). This resolution

approaches the resolution limit set by the distortions introduced

by the derotator prism. By using a 50-mm (2-inch) diameter pri-

mary lens, the light collection capability was also improved.

Further improvement in resolution could be realized by

designing a Schmidt type corrector plate which would introduce a

compensating amount of spherical aberration into the image which

the derotator prism would subtract out, leaving little or no

spherical aberration. The cost to design and fabricate such an

optic would be very expensive and probably gain much less than a

factor of two in resolution. Therefore, the cost for further

improvement is not warranted until it proves necessary.

3. OTHER IMPROVEMENTS

Proper and stable setting of the object rotational speed is

a very important factor in real-time study of vibration modes. A

small error or drift in the speed can cause the mode to rotate on

the object and become unstable, or the object may cease to

resonate. Many of these dynamics are of interest in studying

disk dynamics, but if the rotation speed has an unknown drift,

the results contain an unknown variable.

To correct this problem and permit greater accuracy in

setting the speed, the University developed a high-tolerance

speed controller for the Aero Propulsion Laboratory System. The

speed controller uses a reference signal provided by an optical

6



.ncoder attached directly to the object spindle. The speed

controller can be set to within 1 rpm and has a drift of less

than t2 rpm. A schematic of the speed controller is given in

Appendix A of this report.

Another improvement we made to the Aero Propulsion

ihoratory facility was the addition of externally cooled magnets

for better excitation of the object. An external closed-circuit

freon coolin,; system was employed to prevent overheating of the

inagnet when used in the AFWAL/POTA vacuum chamber. A DC bias was

introduced into the excitation signal to ensure a uniform, sinu-

soidal excitation signal without the assymmetry usually intro-

duced by crossing zero. These magnets provide about a factor of

four more excitation than the magnetic transducers which were

previously used. Additional information on the magnets is given

in Appendix B.

7



SECTION III

THEORY

1. THEORY OF MOIRE

Moire interferometry is a full-field, noncontact method of

measuring out-of-plane displacements of a structure. 3 - 5 A moire

interference pattern is a series of light and dark fringe lines

of equal change in surface position which map out the contour or

change in contour of an object the same way a topography map

deLineates the contour of the land. The tools to create a

mioire involve well-established photographic equipment and

techniques.

Moire interferometry fringes are formed by overlaying two

(jratings, a specimen or object grating which is viewed or pho-

tographed on the object, and a master reference grating. The

beat frequency between the two slightly different gratings is

what creates the moire pattern. This beat frequency can occur

two ways. A rotational mismatch in the position of two like gLa-

tings causes the grating lines to intersect at an angle, forming

a moire pattern perpendicular to the bisector between the two

sets of grating lines as shown in Figure 1. A pitch mismatch

between two gratings causes a beat frequency between the two

gratLnls, forming a moire parallel to the grating lines as shown

in Figure 2.

This interference phenomenon can be seen mathematically by

considering two straight line sinusoidal gratings described by

the transmission equations

T1 = a1 + bI cos (cIX)

T2 = a2 + b2 cos (c 2 x).

Overlaying these two gratings is equivalent to multiplying the

two transmission equations which for an initial uniform intensity

8
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Figure 1. Moire by Rotation Mismatch.
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MOIRE LINES

Figure 2. moire by Pitch Mismatch.
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of light of 1o yields

It = IoT 1 T 2 = Io [a a2 + aiD2 Cos (c 2 x)

+ a 2 bl(clx) + blb 2 cos (clx) cos (c2 x) ]

The first term is just the directly transmitted light and the

second and third terms are the two original gratings. Expanding

the last term of the above equation gives

1/2 b1 b2 cos (c 1 + c2 ) x + 1/2 b1 b2 cos (c1 - c2 ) x

The first term in the above expression is the sum of the two gra-

tings and the second term is the difference of the two gratings.

The difference term is the interference term which describes the

resulting beat frequency, analogous to the optical path dif-

ference which yields interference fringes in laser interferometry.

If one of the gratings is a specimen or model grating on the

surface of an object and the master grating is a straight line

grating, the resulting moire pattern will be a contour map of the

topography of the object. If the reference or master grating is

made by photographing the specimen grating, only changes in sur-

face contour, that is deflections, will create a moire fringe

pattern. The specimen grating can be formed by projecting a

grating onto the object, in which case the moire is completely

insensitive to in-plane motion. Or the grating can actually be

contacted onto the object, in which case the grating will move or

rotate with the object and in-plane movement can be measured.

Contacting the grating to the object permits testing of a moving

object referenced to the object coordinate system.

The sensitivity of moire interferometry is given by

A Z = P /(tan a + tan 8)

where P is the period of the master grating projected on the

object, a is the angle to the average normal to the object from
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which the grating is being projected, and is the viewing angle.

Therefore, the sensitivity of moire interferometry can be

tailored to the specific test by simply changing the master

grating period, regardless of wavelength. The measurement sen-

sitivity of moire has been demonstrated from 25 micron (0.00!

inches) for large areas down to 0.25 microns (0.00001 inches,

over small areas (less than 25 millimeters) with no real upper

bound on the magnitude of out-of-plane deflections whicl, can ob

measured.

2. OPTICAL PROCESSING

The interference pattern forimed in moire interferometry Cki,-

tains a map of the out-of-plane displacement of the model at

every point on the model covered by a grating line, even whece i

moire fringe is not seen. The accuracy to which this infurmation

can be measured is determined by the accuracy to which the fringe

positions can be measured. Interference fringes can generally be

accurately measured manually to one fourth of a fringe. This

means that for a moire pattern with a sensitivity of 200 microns

(8 mils) of out-of-plane displacement per moire fringe (as calcu-

lated from the equation for AZ), the displacement can be measured

quantitatively to an accuracy of 50 microns (2 mils). This son-

sitivity can effectively be multiplied by multiplying the number

of moire fringes.

Multiplication of the number of moire fringes can be

accomplished by multiplying the frequency of the recorded master

and model gratings before overlaying them to form the moire.

This grating frequency multiplication can be performed in the

optical Fourier transform plane. 6 ,7 A system that will facili-

tate optical Fourier transform filtering is shown in Figures 3

and 4. The grating photograph is placed in the grating plane and

the Fourier transform of that grating is produced in the Fourier

transform plane at the focus of lens L 3 . The Fourier transform

of a straight-line grating is a series of evenly spaced points.

12
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A diagram of the diffracted orders in such a Fourier transform is

:;hown in Figure 5 and a photograph is shown in Figure 6.

The grating period is directly related to the separation, d,

of two adjacent diffracted orders. Considering the simplest

case, the light from only 2 points will interfere to create a

sinusoidal intensity field described by

1= 4 A2 cos 2 y

where

y = d sin ,

k is the wavelength of light, 0 is the angle from halfway between

the points to the fringes, and d is the separation of orders.

Fringe maxima will occur where

d sin 0 = 0, A, 2X, 3X,....

Therefore, as d increases, the angle a will decrease, giving rise

to a higher frequency grating field. In particular, if only the

first diffracted orders are passed, the point separation will be

twice as far apart as if all orders were passed, and the created

grating frequency will be doubled (assuming a small angle

approximation for 0). By passing only the second diffracted

order (which is four times further apart than any two adjacent

diffracted points) and creating the inverse Fourier transform, a

new submaster grating with four times the frequency (e.g., 2 lines

per millimeter to 8 lines per millimeter) will be formed. This

new grating is imaged by lens L4 and recorded on a photographic

plate in the image plane.

All the same information exists in the new grating as in

the original. When the model grating is now similarly optically

filtered and compared to the multiplied master grating at the

image plane of the Fourier transform system, a new moire is formed

with four times as many fringes per out-of-plane displacement

15
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interval as the original grating. By measuring the new moire

!)attern to the nearest one fourth fringe, the same sensitivity

will be realized as if the original moire were measured to one-

sixteenth of a fringe, which is very difficult to do by hand.

This type of optical data processing can be used to measure

Aisplacements in specific areas of interest to a high sensitivity,
while permitting the full-field map to be a less sensitive and

le-;s complicated fringe pattern. Optical processing can also be

,ised to enhance low-fringe contrast which may occur due to mis-
focus or lens aberrations encountered when recording the model

grating. Fringe contrast enhancement is accomplished by

filtering out the undiffracted zero order component in the Fourier

transform plane which corresponds to the background light. By

renoving the D.C. background light, the moire lines will change

from shades of gray to all dark and all light, thus improving

contrast. Higher frequency noise caused by dirt, film backing,

and other factors can also be filtered out to yield a generally

clearer image.

The use of optical data processing to multiply sensitivity

and enhance contrast permits the requirements on the initial

optical test system to be relaxed. A low-frequency grating and

moderate quality optics can be used to record the test grating

data; then optical processing can be used to increase the sen-

sitivity to the desired value. Optical processing may not always

be necessary, but it provides a useful tool to extract data from

a test when data have been obscured or are difficult to obtain.

One of the limitations of optical processing of moire data

is the inability to view the data and vary the sensitivity in

real time. Normally, to vary the sensitivity or enhance the

contrast of a moire pattern using optical processing, a pho-

tograph of the grating must be recorded and a separate optical

system used to process the data. For time-average or pulsed

moire application, this extra step is no more work than would

normally be required to view the resulting pattern.

18



Real-time optical filtering would be accomplished by

recording the master reference grating with an in-place system

and comparing this to the model grating during the test. The

complicated part is to optically filter the diffuse master and
model grating images before they are compared. Since optical

cittering of a diffuse image is difficult to impossible, the

iinage would need to be transformed into a transparency of the

object to permit coherent optical processing. This incoherent-

to-coherent conversion can be accomplished in real time using an

optical light valve. 8 ,9  A light valve uses either a liquid

crystal or an electro-optic crystal (PROM)10 which responds to an

image by producing light and dark areas in the crystal which can

be used as a transparency. This system uses a very high tech-

nology approach but it does provide for a great deal of

flexibility.

A simpler approach to varying the sensitivity of a moire

pattern in real time would be to use zoom lenses to vary the pro-

jected and/or imaged grating period. To maintain a high-contrast

moire, the size of the image of the model on the reference grat-

ing would be varied with the change in period of the projected

grating. This approach would permit the sensitivity to be varied,

although it would not enhance the contrast or quality of the

mo i re.

An alternate approach to increasing the accuracy and dynamic

range of a set of moire fringes is to use electronic data

processing. 11  A computer can locate and measure the fringe posi-

tions more accurately than a person can do it by hand and in less

time. The electronics can also be used to enhance fringe

data by reducing noise through averaging techniques or by

directly subtracting a digitized background. 1 2  Although electron-

ic digitization eliminates many of the subjective errors asso-

ciated with the tedium of measuring fringes by hand, it is more

costly and has more variables than does optical processing.

19



If only the moire pattern itself is recorded and not the

grating, the moire sensitivity cannot be multiplied using optical

processing, although the contrast can still be enhanced. Which

process is more appropriate, optical processing or electronic

processing, would depend on the volume of data to be analyzed and

the form of the data from the particular type of moire used in

the test.
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SECTION IV

REVIEW OF MOIRE TECHNIQUES

We investigated five basic types of moire interferometry:

shadow, reflection, projection, contact, and holographic. Each

of these techniques will yield a moire fringe pattern by tht

mechanism of grating superposition as described in Section 3 of

this report. The differences in these techniques lie in the

a echanism used to overlay the specimen and master gratings.

1. SHADOW MOIRE

Shadow moire is clearly the simplest technique to use. 3 To

create a shadow moire, a grating is placed close to the test

object which is then illuminated by a point source. The shadow

of the grating on the object as viewed through the grating

creates a contour moire which maps the topography of the object.

This is illustrated in Figure 7. The grating must be close

enough to the object to project a sharp shadow. Also, both the

grating and the shadow must be maintained in focus simultaneously

by the viewing system for the moire to be seen. Because of these

last two restrictions (sharp shadow and depth-of-focus) the sen-

sitivity range of shadow moire is typically limited to a contour

interval of about one millimeter per fringe for a curved object.

In addition to the restriction in sensitivity, the sensitivity to

surface topography and the requirement that a grating be placed

close to the object make shadow moire unsuitable for testing of

rotating turbine blade assemblies, and so it has not been pursued

in this study.

2. REFLECTION MOIRE
A reflection moire pattern is created similarly to shadow

moire patterns except that the specular reflection of the master

grating off a polished subject is used instead of a diffuse

shadow.5 Two possible approaches to projection moire are shown

21



Figure 7. Diagram of Shadow Moire System.
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in Figure 8. Either the grating can be reflected off two specu-

lar objects to he compared (in a fashion similar to an equal path

coherent interferometer) or the master grating can be reflected

off the object and imaged onto a reference grating. In either

approach, the object must be specular and viewed at the specular

angle. For a rotating structure, it is desirable to view the

object at normal incidence to permit optical derotation. Since

it would be very difficult to view the object normally and be at

the specular angle of a contoured object, and because of the

requirement that the object be specular, this approach is not

desirable for turbine blade dynamics study.

3. PROJECTION MOIRE

Projection moire provides greater versatility than does

either shadow or reflection moire. 1 3  A grating is projected onto

the test object. This object grating is photographed at some

angle other than the projection angle and compared to a master

reference grating, creating the moire as shown in Figure 9. If

the reference grating is made photographically, directly from

the image of the object grating, the contour of the object will

be subtracted out of the moire and only displacements from the

reference position will be measured by the moire. Projection

moire is a good candidate for turbine blade dynamics study and

has been emphasized in this study.

4. CONTACT MOIRE

Contact moire is similar to projection moire but uses a

grating applied directly to the object rather than a projected

grating. The grating can then be photographed directly and com-

pared to a reference master grating, which can be a photograph of

the object grating before it is deflected, thus subtracting out

the object topography, as shown in Figure 10. Only one access

angle is required for this type of moire as opposed to two angles

for projection moire. As an alternate approach, a second grating
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can be projected onto the contacted grating, which will create a

moire directly on the object. To subtract out the object

topography, this second grating would need to be made from a pho-

tograph of the underformed contacted object grating. For a

rotating structure, the grating would be stationary relative to

the object, so the reference grating would also need to be sta-

tionary relative to the rotating object. The major disadvantage

of contact moire is that it requires the model to be prepared by

glueing or painting a grating on its surface. Because the

grating is attached to the object, the moire pattern will be sen-

sitive to in-plane displacements (and therefore surface strains)

in addition to the out-of-plane deflections. In fact, to be sen-

sitive to out-of-plane deformations at all, the object mus1- be

viewed (or the second grating projected from) off normal. This

requirement would prohibit derotated studies of the model under

rotating conditions. Although in general in-plane information

may not be desirable, there may be some tests where the need for

full-field stain data would justify the model preparation work

required to use contact moire interferometry.

5. HOLOGRAPHIC MOIRE

Holographic moire involves more sophisticated concepts than

do the other approaches. 14 Holographic moire requires making a

real-time or double-pulsed hologram of the ,test object and com-

paring the high-frequency holographic fringes with a reference

grating or another set of holographic fringes (such as in sand-

wich holography). The basic system for holographic moire is

shown in Figure 11. The sensitivity of holographic moire inter-

ferometry is determined by the period of the holographic fringes,

which become finer as the amplitude of deflection increases.

This would mean that higher deflections would create a more sen-

sitive moire pattern, which is just the opposite effect to what

might actually be desired. The variations in the period of

holographic fringes from point to point on the object make
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interpretation of the resulting moire difficult. Because of the

stability requirements of holography and the difficulty of

interpreting the data, holographic moire is not seen as a viable

option for full-scale turbine blade dynamics study, although it

could be a usable tool for certain laboratory studies.

6. CONCLUSIONS

The above moire techniques are summarized in Table 1. An

additional technique listed in the table, double exposure optic-

ally processed moire, is a variation which can be applied to

most of the other five approaches. Optical processing of the

moire adds the requirement of a separate optical system in which

the actual moire pattern will be formed. Although optical pro-

cessing adds an extra step to the test, the ability to increase

the measurement sensitivity of a given moire pattern may well

justify the time and effort.

Based on the above comparison of the five basic moire inter-

ferometry techniques, projection moire, possibly coupled with

optical processing, provides the most versatile and easily appli-

cable solution to turbine blade dynamics study. Projection moire

requires no specific model preparation. The data recording tech-

niques for projection moire are compatible with any high-

resolution image recording system and thus are the most straight-

forward for larger scale structural dynamics study. Therefore,

projection moire was emphasized for the remainder of this stuuy.
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SECTION V

INTERFEROMETRY METHODS

Once the mechanism for creating the moire pattern has been

established, there are three possible ways to record the moire of

a dynamic object: time average, real time, or pulsed (sometimes

referred to as stop action). Each method is tailored to retrieve

specific types of information or reject certain information. The

different recording approaches are each appropriate to different

dynamic changes and test parameters.

1. TIME-AVERAGE MOIRE

If a well-behaved static modal vibration of a test object is

to be measured, it is often desirable to use a technique which

will not record extraneous random fluctuations such as air

turbulence or optical component vibrations. One method of doing

this is to use time-average moire interferometry. 1 5 To make a

time-average moire, an object grating is recordeO on a vibrating

object over a long period of time relative to the vibration

period. The only points at which the grating image will be

formed are at the two extremes of the vibration cycle where the

surface momentarily stops moving when it changes direction.

Therefore, the grating is recorded only at the two extremes of

the deflection and these two grating images interfere to create a

moire fringe pattern. All random movements are averaged out of

this fringe data. In this manner, the maximum deflection of the

object is always measured. Because of the averaging effect,

time-average moire interferometry is limited to situations where

a well-behaved standing wave is present.

To demonstrate time-average moire interferometry, we pro-

jected a grating onto a ten-inch steel plate. The projected

grating was made using a CW Argon laser and a Wollaston prism.

The Wollaston prism splits the laser beam into two beams at a

small angle to each other, which interfere coherently to create
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sinusoidal straight-line interference fringes. An imaging system

was then used to project a constant period grating onto the plate

with a frequency of about 12 lines per millimeter (300 lines per

inch) at a projection angle of 45 degrees. The sensitivity of

the resulting moire was 60 to 70 microns per fringe.

When the plate was driven at resonance, a low-contrast time-
average moire was created (see Figure 12a). By optically

filtering out the high-frequency grating information and the zero

diffracted order background light from the Fourier transform of

the recording, the time-average moire pattern in Figure 12b was

created. This type of optical filtering enhances the moire

fringe corlrast without changing or losing any of the moire

data.

Using a slightly thicker steel disk, we obtained the time-

average moire pattern of a 2-N mode pattern shown in Figure 13.
The excitation frequency was 144 Hz and the sensitivity of the

moire was 150 microns of out-of-plane displacement per moire

fringe. The negative was again optically filtered to remove the

DC background.

Time-average moire photographs of the rotating disk were
made by strobing the laser at a rate of once per revolution.

This approach removes the extraneous bias fringes caused by the

contour of the object. The results for a series of pulse lengths

from 100 to 700 microseconds are shown in Figure 14. The rota-

tion speed was about 2,700 RPM and the excitation frequency was

237 Hz.

At 700 microseconds (see Figure 14a) the fringes started to
blur near the edges, indicating the pulse length was too long to

sufficiently stop the rotation of the disk. The frequency of

excitation was readjusted for the 100 and 200 microsecond expo-

sures to obtain a stronger mode. With the shorter pulse lengths

the fringe patterns were clean out to the edges. However, during

the long integration time needed to expose the photographic plate
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(on the order of five minutes), the mode pattern apparently moved

very slowly yielding the type of pattern in Figure 4c and 4d.

This drift could have been caused by a drift in the speed of the

disk. This rotation information could be useful in actual

analysis.

2. REAL-TIME MOIRE

A method of moire interferometry which does not average out

random vibrations, but rather is sensitive to all movements as

they occur, is real-time moire interferometry. 1 6 To make a real-

time moire interference pattern, the specimen grating is

recorded, then repositioned so as to exactly superimpose the

recorded image and the real image. The resulting moire pattern

will be sensitive to all out-of-plane dimensional changes in the

object (and the associate optical system) as they occur with all

initial surface topography subtracted out of the data. Real-time

moire provides a consecutive record of dynamic vibrations as they

occur. Although good historical visualization results from the

very large amount of information provided by real-time moire

interferometry, it can be difficult to obtain concise quan-

titative data. The sensitivity of real-time moire interferometry

has been demonstrated on the order of 100 microns of out-of-plane

displacement per interference fringe. This sensitivity makes

real-time moire a very powerful tool for measuring structural

dynamics. However, this high sensitivity to all displacements in

the system limits the use of real-time moire interferometry for

large scale dynamic analysis. Drive motors or pump systems can

often be a source of extraneous excitation. Such sources of

vibration can cause the optical system and mechanical support

hardware itself to vibrate. When this happens, the interference

fringes will contain not only information regarding the dynamic

response of the turbine assembly, but also information pertaining

to the vibrations of the test equipment. The extra information

obtained from vibrating mounts and optics is not pertinent to the
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desired test data but will rather act to obscure the important

test data with noise data.

Therefore, if real-time moire interferometry is to be used

for structural dynamics testing, the optical system must be made

as stable as possible. Since the optics required for moire are

few and simple, this is not a large task, although special thick

glass gratings may need to be produced (if a grating is used).

The greater problem with any real-time test is taking into

account mount vibrations and air turbulence effects. Moire

interferometry is no more sensitive to these parameters than any

other optical measurement scheme and much less sensitive than

holography.

Real-time moire of a static and rotating disk was

demonstrated using the system shown in Figure 15. A Wollaston

prism was used to create the projected interference fringes, and

a large aperture telescope system was used Lo enlarge and colli-

mate the fringe field. Since the beam was collimated, the pro-

jected fringe period was constant for any plane. The model

grating (on the disk) was then imaged onto a reference grating in

front of the derotator. Since the moire was created in front of

the derotator, it was not necessary to image a high-frequency

grating through the derotator but rather only the moire pattern.

Both the projected fringe field and the reference grating remain

stationary (which is easier than rotating the grating) but the

moire pattern will rotate with the disk. A strobed argon laser

was used to freeze the vibration of the disk. 2'1 7 The results of

the static, real-time moire are shown in Figure 16a. The excita-

tion frequency was 144 Hz and the strobe pulse length was 300 to

500 microseconds. The real-time moire of the disk rotating at

about 2,600 RPM as seen through the derotator is shown in Figure

16b. The excitation frequency for the rotating mode was 220 Hz

and the sensitivity of the moire was 150 microns per moire

fringe. It was very difficult to keep the mode from rotating or

oscillating. Some of this rotation could have been from a drift
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in the speed of the disk. The misalignment of the optical dero-

tator is degrading the derotated image, but this would not be a

problem with the derotator in the AFWAL/PO facility. A source

with more energy in a shorter pulse would also improve the

quality of the moire information.

The high sensitivity of real-time moire to all out-of-plane

motions of the disk may limit its usefulness to actual testing

where many motions may be involved. The real-time moire is

extremely useful though for finding mode patterns and identifying

what motions are present. For the purpose of studying traveling

waves in a turbine assembly, real-time moire interferometry could

be an invaluable tool. An example of a traveling wave mode pat-

tern recorded with real-time moire is shown in Figure 17.

3. PULSED MOIRE

It is possible to lessen the complexity of the recorded data

and the image blurring effects associated with real-time

techniques, without being restricted to the periodic vibrations

in time-average techniques, by using a pulsed-light source to

create the moire interference pattern. A short-light pulse can

effectively freeze the motion of the object. 18  If the specimen

grating is recorded with a pulsed-light source at two different

points in time, the moire resulting from overlaying the two

recordings will map the overall change in topography of the

model, not what it went through to get to that position.

There are two variations of this pulsed moire interferometry.

The two grating recordings could be two exposures on the same

photographic (or video) frame. The result of a double exposure

is that the two grating patterns will add optically, yielding an

additive moire pattern. An additive moire is inherently low

contrast (see Figure 18a). If two separate exposures are multi-

plied together (see Figure 18b), either electronically or by

overlaying two separate photographic negatives, the resulting
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Figure 18a. Double Exposure Additive Moire.

Figure 18b. Multiplcative Moire.
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moire will be a multiplicative moire with potentially very high

contrast. Individual grating recordings have the additional

advantage that they can be optically processed to yield a higher

sensitivity moire.

As a demonstration of testing dynamic objects with pulsed

projection moire, we applied the technique to a ten-inch

vibrating steel plate driven at resonance. The object grating

was produced by imaging a Ronchi ruling onto the plate so as to

have approximately a 2-line-per-millimeter (50-line-per-inch)

grating on the object. The grating was photographed at various

points in the vibration cycle, using a Q-switched ruby laser to

freeze the motion of the plate. By taking two of the photographs

180 degrees apart in phase as referenced to the vibration cycle

of the p' ate and laying one over the other, we obtained the moire

pattern shown in Figure 19a. The sensitivity of this moire is

approximately 500 microns (0.02 inches) per moire fringe.

We then multiplied the sensitivity of this moire by optical

processing to obtain a sensitivity of 250 microns (0.01 inches)

and 125 microns (0.005 inches) per fringe as shown in Figure 19b

and 19c. The original photographs made with the ruby laser were

recopied using a high-contrast process to obtain higher diffrac-

tion efficiency. The multiplication of sensitivity is

accomplished by selecting out specific diffracted orders in the

optical Fourier transformn of the object photograph which

correspond to the spatial frequency sensitivity desired. The

moire is created between a master grating made in the optical

processor using one of the object photographs and the image

created in the optical processor of the other photograph. The

direction of a deflection can be determined in the optical pro-

cessor by laterally translating the master grating relative to

the image the test grating.

As an alternate approach, we made a double exposure pho-

tograph of the plate undergoing random vibrations using the ruby
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a. Patterii as Recorded.

b. Pattern with 2x Multi- V
plication.

C. Pattern with 4x Multi-
plication.

Figure 19. Pulse Moire of a Metal Plate.
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laser as the light source. A section of the double-exposure pho-

tograph is shown in Figure 20. The additive moire created in this

fashion is inherently low contrast. By optically filtering out

the frequency information relating to the grating and leaving

only the information relating to the moire pattern, the moire

pattern is effectively enhanced as shown in Figure 20. This

approach permits changes on a short-time scale to be recorded.

4. CONCLUSIONS

We have demonstrated three methods of projection moire

interferometry as applied to studying the structural dynamics of

a rotating disk: time-average, real-time, and pulsed or stop-

action moire. Time-average moire interferometry zan use a very

simple optical system by stopping the rotation of the object with

a laser strobed at once per revolution. The maximum deflections

are always measured with a time-average method but the method is

restricted to studying well-behaved standing wave vibrations.

Real-time moire interferometry will be limited in its use-

fulness to large-scale turbine blade assembly testing because of

its high sensitivity to all out-of-plane motions of the object as

well as to turbulence and vibrations within the optical system.

As a laboratory too!, however, real-time moire can provide the

flexibility to identify what motions are present as well as pro-

viding excellent historical data. The quality of the real-time

moire pattern and the versatility of the method could be greatly

improved by a source with a shorter pulse yet equal energy to the

strobed argon used in this study (such as a metal vapor or dye

laser system).

Pulsed or stop-action moire interferometry, in conjunction

with optical processing, provides the most promise for large-

scale turbine assembly tests. Short light pulses will freeze all

the vibrations of the system, allowing for a less controlled

environment than required for the other techniques. Although
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real-time feedback is not available, optical processing tech-

niques to increase measurement sensitivity and enhance contrast

can easily be incorporated into the system used to view the

moire.
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SECTION VI

DATA RECORDING

1. FILM EVALUATION

If the moire pattern or gratings are to be recorded on film

to permit data manipulation through the use of optical

processing, the type of film best suited for the test must be

considered. Many photographic films exhibit a low MTF and a

high grain size. Film characteristics of this type can degrade

the quality of the moire and ultimately lose important infor-

mation in the noise. The rhotographic film should be high

contrast and fast, with sufficient resolution for the type of

moire. We conducted a survey of some possible films. The

results are summarized in Table 2. Photomicrographs of a sinu-

soidal grating photographed with the various films are shown in

Figure 21. The same grating period and energy were used for each

original grating photograph.

The highest contrast and highest resolution were achieved

with Kodak Type lA-HRP plates (Figure 21i). This plate also had

the lowest sensitivity, requiring over 1,000 ergs/cm 2 to make an

exposure. Holographic plates (Figure 21d) also give high

resolution, high contrast, and low noise but with only slightly

more sensitivity (about a factor of ten) than the type IA plates.

There are situations in which the very high resolution of the

holographic plates may be desirable. The holographic emulsions

are also available on a film base when a plate, although nice to

work with in optical processing, may not be practical.

Of the films evaluated, Minicard II film by Kodak (Figure 21j)

was found to have the highest resolution and contrast, but again

relatively low sensitivity. Minicard II also has a fairly clear,

noise-free base. A clear base is important in optical processing,

because if the base exhibits high scattering, the coherent light used

in optical processing will show up these scattering centers as noise.
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TABLE 2. COMPARISON OF POSSIBLE FILMS FOR MOIRE PHOTOGRAPHS

Film ____ Exposure Devel. Comments

1. 35 nmn Litho- 9 sec Litho, High contrast,
graphic film 2 min. noise, (no ruby

____ ___ ____ ___ ___ __ _ _______ ___ ___ sens)

2. Polaroid Pos/Neg -50 sec Low contrast,
_______ ___ _____________ grainy

3. Litho Copy of -- High contrast,
Polaroid Pos./ sensitive to
Neg _____irregular orig.

4. Agfa Gaveart 1 sec HRP, High contrast,
10 E56 10 min very fine grain
Holographic
Plate__ _ _ _ _ ________ _ _ _

5. Technical Pan 1 sec D-19, Med. contrast,
___ ___________ _____ 6 min med. grain

6. Agfa Gaveart 4 sec HRP, High contrast,
10E75 copy of 8 min some noise from
Technical Pan ________ Tech. Pan base

7. Litho copy of 0.4 sec Litho, High contrast,
Technical Pan ______ 6 min noise from base

8. Panatomic-X 2 sec D-19, Low contrast,
______ _________ 4 min grainy ___

9. Kodak type 1.5 min HRP Very high con-
lA-HRP 3 min trast, very slow

____ speed

10. Kodak 5 sec D-19 High contrast
Minicard 11 4 min and resolution,
Film _______ ____clear basej
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rI

Figure 21a. 35 nun Lithographic Film Photo of Grating.

p

Figure 21b. Polariod Pos/Neq of Grating.
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Figure 21c. Lithographic Copy of Polaroid Pos/'Ncg Photo.

I I

Figure 21d. Holographic Plate (1OE56) Photo of Gratinq.
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Figure 21e. Technicail Pan ciii rh Iloto of Grating.

Figure 21f. Holographic Plate (101-7)) Copo )f Technical Pan Photo.
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Figure 21g. Lithographic Copy of TechnicAl Pan Photo,.

$Ii 4v

Figure 21h. Panatomic-X Film Photo of (;i at ing.
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Figure 21i. HRP Type 1-A Plate Photo of Grating.

Figure 21j. Minicard II Film Photo of Grating.
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Technical Pan film by Kodak (Figure 21c) was found to give a

reasonable tradeoff between speed and resolution. At the ruby

laser wavelength, the Technical Pan film was found to have the

highest sensitivity. Although the base of the Technical Pan film

did exhibit some scattering, the emulsion exhibited a fine-to-

medium grain. Many of the other films investigated exhibited a

very coarse grain and generally high film noise.

In an effort to increase the contrast of the Technical Pan

film, we tried recopying the photographs using contact printing

techniques. Both the holographic plate copy and the lithographic

film copy of the Technical Pan film (Figure 21e and 21f) showed

higher contrast, thus higher diffraction efficiency, and less

noise. The holographic plate had the advantage of being on a

glass plate which introduced less scatter than the film base of

the lithographic film.

A better recopying process was found through the use of

optical processing to filter out the zero diffracted order

background and the high-frequency noise. By optically processing

the Technical Pan originals, we were able to achieve high-

diffraction efficiency with very little noise. A comparison of a

grating photograph original, copy, and optically processed copy

is shown in Figure 22. Since this processing and copying

require a great deal of effort, it may only be practical if data

need to be extracted from (and possibly the sensitivity

multiplied of) a noisy, low-contrast grating photograph. For

practical purposes, the best approach would be to use the

highest-contrast low-noise film that can be tolerated (perhaps a

holographic film) to obtain an initially good recording. Most of

the moire effects can be clearly seen and analyzed without

further photographic processing.

2. MODEL COATING

Holographic interferometry is sensitive to changes in opti-

cal path length whereas moire interferometry relies on changes in
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the intensity distribution on the model surface (the model

grating). In holography work, we were therefore able to use a

retroreflective coating on the model which provided high light

efficiency. We can not use a retroreflective coating with the

moire work since the intensity distribution would always return

with the same distribution as is incident on the model,

regardless of the model position or orientation. Therefore, to

obtain light efficiency in moire interferometry we need a diffuse

coating which will consistently reflect the majority of the light

to the viewing position regardless of the incidence angle.

To this end we conducted a comparison of a number of dif-

ferent surface coatings. The data are summarized in Table 3.

The numbers are all relative. Care was taken to ensure con-

sistency in the measurements, particularly when comparing over-

coated materials to the original materials. The important point

to note is the relative relationship between the normal angle

diffuse reflectance and the specular angle reflection. A more

detailed graph is shown in Figure 23 for the Dutch Boy and Krylon

flat white paints. The Dutch Boy paint very nearly follows the

theoretical Lambertian reflectance of a cosine function. A

Lambertion reflector should be insensitive to the angle of illu-

mination with a maximum reflectance always occurring at the nor-

ma) to the surface. Such a reflector is desirable for our work,

since to optically derotate an object we must view it at normal

incidence, but the illumination must be from off-axis to do moire

testing.

The next relevant parameter is the normal angle reflectance.

A relative comparison of the normal angle reflectance of various

materials measured at 514 nm and 45 degree incidence angle is

shown in Table 4. All numbers have been normalized to the

Eastman reflectance coating which clearly had the highest

reflectance. In real terms the reflectance of the Eastman

coating appears to be greater than 90 percent as compared to a

theoretical Lambertian reflector. The biggest limitation of the
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Eastman coating is the difficulty in application. A thick

coating tends to dampen the vibration of the object. Any layer

of the Eastman coating will flake off since it is only a powder.

The Dutch Boy paint would appear to offer a happy medium of

reflectance (between the Krylon and Eastman coatings) without the

presence of an annoying specular angle reflection yet with the

adhesion and durability of paint.

TABLE 4

NORMAL REFLECTION FOR 45-DEGREE INCIDENCE BEAM
AT 514.5 nm (NORMALIZED)

Eastman Chalk 1.0
Dutch Boy Flat White .86
Krylon Flat White .76
Soft & Dry over Krylon .78
Clean White Index Card .85
Clean White Cardboard .86
Sand Blasted Aluminum .45 (specular .57)
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SECTION VII

DATA INTERPRETATION

Moire interferometry offers a full-field map of out-of-plane

displacement. For these data to be analyzed quantitatively one

must have an understanding of what causes the various possible

fringe patterns. 4 The discussion presented here will assume that

a projection moire approach is used (thus there is no sensitivity

to in-plane motion) and that the angle of projection and the

period of the specimen grating are constant.

This last assumption regarding the angle of projection and

period of the grating may not be absolutely true. If a grating

is projected onto a 600 millimeter (2 foot) wide object from

1,200 millimeters (4 feet) away, so that at the center of the

object the light is at a 25-degree angle to the average normal to

the surface, then at the edges the angle of incidence could vary

by +10 degrees. This is not a problem if the view position is

symmetrically positioned on the other side of the object center

from the projection port, because then the tangent of the viewing

angle will increase by the same amount that the tangent of the

projection angle decreases. Since the sum of the tangents is

constant, the sensitivity of the moire,

A Z = P/(tan ei + tan ev),

will remain constant. A similar compensation occurs if the model

is tilted. If the slope of the model surface varies, there will

be some small change in period, but this effect will be small. A

variation in surface slope of +5 degrees would change the period

by less than 10 percent. If this measurement were critical, a

correction factor could be calculated from the known model

geometry. Changes in slope due to deflection will also cause the

pitch to change, but this change is what causes the desired moire.

The sensitivity of the moire would change less than a percent for

the expected typical deflections of less than 2 millimeters.
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There are four basic motions of interest for the purpose of

this study: rigid body translation, pitch, yaw, and deflection

(i.e., bending of the model).

1. TRANSLATION

Translation of the model in the plane of the model will not

produce any moire fringes since the moire is only sensitive to

out-of-plane motions. If the moire is created by superimposing

separate recordings of the model grating, the pictures would need

to be lined up to a given point, such as the central hub and a

blade tip, or referenced to a constant straight-line grating. If

the gratings are not lined up, a moire will be created that maps

the change in surface geometry of the overlaid points. For a

rigid body out-of-plane displacement, the moire pattern will not

be changed, since there is no variation in height. Only one

large moire fringe covering the entire object would result from

an out-of-plane translation. If a moire fringe pattern exists,

it would appear to sweep across the field. Since the number and

character of the moire fringes would not change, rigid body

translation is not a problem in interpreting fringe data, as long

as the object stays in focus.

2. PITCH

A change in pitch or tilt out of the plane of incidence of

the model would create a change in out-of-plane position and

hence create a fringe pattern. The moire fringes would follow

contours of constant displacement which would be straight lines

perpendicular to the projected grating lines (see Figure 24).

From the discussion earlier in this report, we know this type of

fringe is caused by a rotational mismatch of the grating lines.

Since the turbine assembly model is rotationally symmetric, any

tilt moire lines would cause the radially symmetric vibration

mode pattern to become unsymmetric in the horizontal versus ver-

tical directions. If the model is actually twisting, these
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Figure 24. Predicted Moire Pattern of Blade Model.
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rotational mismatch fringes will not be of constant period across

the model (see Figure 24), the variation in the period being a

measure of the amount of twist.

3. YAW

Yaw or tilt of the model causes a variation in out-of-plane

position in the plane of incidence (perpendicular to the pro-

jected grating lines). Since this is a linear rigid body motion,

the resulting moire fringes will be a constant period bias fringe

with the fringe lines parallel to the grating lines (parallel to

the vertical axis) thus again causing a radially symmetric moire

pattern to be unsymmetric in the horizontal versus vertical

directions (see Figure 24). Since rigid body movements cause

constant period bias fringes, they can be recognized and

corrected in the data. If the fringe pattern is digitized and

put into a computer, the rigid body bias fringes could be

subtracted out just as tilt bias fringes are subtracted out of

holographic interferogram data in current fringe analysis

systems. 11

4. DEFLECTION

Just as twisting introduces a varying period fringe across

the model of a single blade, a deflection of the blades along

their length will introduce a varying period moire fringe pattern

perpendicular to the length of the blades as shown in Figure 24.

The number of fringes from a chosen zero point (say the center)

to a point on the blade assembly, times the sensitivity of the

moire, is the deflection of the model at that point. The width

of a moire fringe (dark to dark or light to light), that is, the

period, minus the period of the moire at a reference point (which

could be zero at the center), divided by the sensitivity of the

moire, is the slope at that point on the beam, in relation to the

reference point. The sign of the deflection can be determined by

translating the reference grating parallel to the specimen
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grating perpendicular to the grating lines so as iove the

center of the reference grating toward the point o zero displace-

ment (using the two overlaid gratings). 5 The moire fringes

will appear to mnove toward the nearest point to the observer.

Therefore, if the model is deflected away from the observation

point, the fringes will appear to move toward the zero displace-

ment point. This effect occurs because if the deflection is away

from the observation point, the grating period will increase to

the point of interest relative to the zero deflection point. The

opposite effect occurs if the model is deflected toward the

observation point (i.e., the period of the grating lines

decreases). When the center of the master grating is moved

toward the zero order or zero deflection point, the moire fringes

will appear to move toward the highest frequency (smallest

period) grating lines.

5. MEASUREMENT TECHNIQUES

A simple approach to measurin9 the moire fringe data would

be to place a ruler along the line of interest and measure the

fringe separations and count the number of fringes which inter-

sect the ruler. These measurements describe the changes in out-

of-plane position along the line of the ruler. A slightly more

sophisticated method of data analysis would be to put the moire

pattern on a video screen and use a simple video scan line selec-

tor to look at individual lines for different orientations of the

moire pattern. As a simple automation, the video scan line could

be processed using thresholding techniques to locate the one-

dimensional fringe positions, which could then be fed into a com-

puter to do the calculations. Chances are that only a few scan

lines (through different diameters) would be required to yield

the desired data.

These simple line intersect measurements are only valid if

the moire pattern does not exhibit closed fringes and the posi-

tions of zero slope are known. If the pattern is more complicated
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or if more automation is desired, the fringe pattern could be

fully digit.zed, using high-resolution digitizing equipment, and

computer analyzed. This may not always be necessary, but if a

lot of test data are to be analyzed, it is very practical and

cost efficient. For mode pattern visualization and qualitative

measurements, simply counting the fringes and noting any asym-

metrics would be sufficient.

6. EXPERIMENTAL DEMONSTRATION

As a simple example of moire on a model, projection moire

was used to measure the deflection of a styrofoam beam which was

700 millimeters (28 inches) long (which may be scalable to a

single turbine blade). To provide a comparison of the moire

measurements to a mechanical contact measurement, dial indicator

gauges were contacted against the back of the beam at selected

points along its length. This setup is shown in Figure 25. The

sensitivity of the moire was approximately 0.635 millimeters

(0.025 inches) per moire fringe with a variation across the field

of about five percent. The sensitivity and illumination could be

better controlled with higher sensitivity by specifying the

required optics (we used what we had in house). A series of

moire fringe photographs made with this system are shown in

Figure 26. Table 5 shows a comparison of the dial indicator

measurements to the moire measurements for simple deflections of

(a) 25.4 millimeters (1 inch) and (b) 12.7 millimeters (0.5

inches) total deflections (shown in Figure 26a and 26b). Most of

the measurements agreed to within five percent, although the

position 2 moire measurement was offset by a constant +10

percent. The systematic offset errors can be accounted for by

hysterisis in the particular dial indicators used, problems with

the model, uncertainties in the positioning of the dial

indicators, and a slight variation in the model grating period as

indicated by the nonconstant period of the tilt-only moire pattern

(Figure 26d). The blade model used in this demonstration was not
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Figure 25. Setup to Demonstrate Moire on Beam Model.
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very predictable as to what motion it would exhibit (yaw,

deflection) since it exhibited hysterisis, and the surface tended

to compress where the dial indicators contacted the model.

Taking these facts into account, the moire gave very reliable and

easily interpreted results with a manually readable sensitivity

of about 0.1 millimeters (0.004 inches) without any advanced data

processing.

TABLE 5. MOIRE MEASUREMENTS COMPARED TO DIAL INDICATOR
MEASUREMENTS (IN MILLIMETERS) FOR SIMPLE DEFLECTION
OF A BEAM MODEL

Position 1 __ 2 3

Case a b a b a b

Dial indicator 7.6 4.7 20.3 10.2 25.4 12.7

Moire 7.5 4.7 22.1 11.2 25.4 13.3
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SECTION VIII

SPECKLE INTERFEROMETRY

1. BACKGROUND

The nature of laser light is such that when used to illumi-

nate an object, the resultant reflected light is in the form of a

speckle pattern characteristic of the particular surface. If

this speckle field is then referenced to some other speckle

field from the same object, small lateral displacements of the

object can be measured to a high accuracy. 1 9 - 2 3

The basic premise of one technique, as described by E.

Archbold, et. al., 1 9 is that each individual area of the pro-

cessed film will cause an illuminating beam to be scattered into a

"diffraction halo" with a periodically varying intensity pattern.

This pattern is the product of the "halo" from a single speckle

pattern plus the intensity distribution produced by two points

on the specklegram (which correspond to a single point on the

object) which act as two point sources with the same separation

as the image shift to be measured. Therefore, to observe large

lateral movements of the object, a double exposure of the spEckle

pattern is first recorded. Then the lateral motion of the

object, through the resulting image shift, can be analyzed by

scanning across the recorded image and observing its optical

transform at each point.

It is qenerally possible to calculate what the limits on the

displacement to be measured would be. For a lateral displacement

where

d =AX
2 + AY2 1/2

there is an image shift b of

b =d
m

where m is the demagnification factor relating the image
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dimensions to object dimensions. This shift will give a diffrac-

tion pattern in the form of a set of Young's fringes with an

angular separation of a so that

sin a =- "

The direction of these fringes will be orthogonal to the direc-

tion of image motion. The limiting speckle size is determined by

the f-number ratio of the camera. The allowed speckle size is

then

6 = 1.2 AF

where F is the camera f-number ratio. This implies a speckle

size on the object of

= 1.2 Xm F

As stated before, the lateral movements must be greater than E to

be observable. As an example, for an f/4 lens system at 1:1

magnification the smallest theoretical displacement that could be

measured is about 3 urn. This then sets a lower limit on the

lateral displacement that can be resolved with this technique.

An upper limit on the allowed displacement is set by the

resolvability of the fringes. Experimental results found by

Archbold, et al., 19 indicate that the fringe spacing must be

about five times the speckle diameter. For an object diameter of

L we can express the speckle diameter as

6 = 1.22 m X/L .

Then for a lateral body motion of d, so that

mA
d
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the fringes will just be resolvable for a lateral displacement of
Am m

(1.22 m) A m

or

d = L/6

This limit is no great problem since for displacements greater

than 1/6 object size the displacement could probably be more

easily measured directly. An additional qualification on this,

however, is that the distortion introduced by the lens would tend

to wash out the fringes even more as this limit is approached.

Another important limiting condition to consider is that to
get a meaningful fringe pattern, the speckle patterns being com-

pared must remain correlated. For a noncollimated imaging

system, decorrelation occurs with displacement along the line of

sight. It was pointed out before that speckle interferometry is

relatively insensitive to longitudinal displacements. However,

due to the change in m, there is a resulting radial shear effect

between the two speckle patterns. This leads to a series of

rings when illumination is done with collimated light. For an

axial displacement of Z, a radial distance on the object of R, a

field semiangle a and an object conjugate C, and an apparent

radial displacement of ZO = Z(R/C) there is a radial displacement

on the film of

p = ZR/mC

This would yield bright rings of diameter r so that

r2 = nLC X/ZI , n = (0,1,2,3...)

The depth of focus for which the speckle patterns would remain

correlated (in object space) is
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AZ = Xm2F 2

Experimental results by Archbold, et al., 1 9 , show correlation to

exist for about four times this amount. This is possible because

only small angle diffraction is used in viewing the pattern while

a wide cone is used to record the pattern (as suggested by

Archbold, et al.). The depth of focus then is approximately the

effective f-number of the observing system.

We conducted a series of experiments to determine correla-

tion width, using holographic interferometry. This method pro-

vides a sensitive method of determining coherent correlation widths

by observing the contrast of a real-time holographic

interferogram. When the diffracted speckle field character

changes so that the same points of light are no longer available

in the field to interfere with the holographic image field, the

contrast of the holographic fringes will go to zero (this is

decorrelation). This information is applicable both to speckle

interferometry and to holographic interferometry, though it is

more restrictive than speckle interferometry requires.

We considered retroreflecting paper, diffuse aluminum, bare

aluminum, and a specular surface. The results of these measure-

ments are summarized in Table 6. The object size was about 25

millimeters.

TABLE 6

CORRELATION WIDTH MEASUREMENTS

(Point at which fringes lose visibility for -f/30 system)

Surface Z-axis X-axis

Retroreflecting 4 mm 20 microns
paper

Diffuse aluminum 4 mm >70 microns

Bare aluminum 4 mm >80 microns

Mirror no decorrelation no decorrelation
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As expected, a specular surface showed no decorrelation. For the

retroreflecting paper, the allowable lateral displacement was

considerably less than for a diffuse surface. This effect may be

due to the nature of the material to exactly retroreflect over a
very limited angle rather than scatter light over a large angle.

Other limitations follow from the decorrelation problems

described. For near normal incidence and viewing, the maximum

allowed tilt to maintain correlation is given by

6T = A/2mS

since 6 =-1.2 F, then

1
2.4mF

For a typical f/4 system and a demagnification less than ten,

this sets a practical limit on tilt of about 15 mrad. The tech-

nique involved in measuring tilt is similar to the technique for

measuring vibrations as described by Massey. 2 2 Take a double

exposure with the camera focused some known distance in front of

or behind the object, w. A measurement can then be made of the

lateral displacement of the speckle pattern produced by the

object as a whole compared to a reference pattern produced by

focusing a beam onto the surface, which will approximate specular

reflection. The patterns will displace at twice the rate of tilt

due to the mirror effect being used. The tilt can then be found

from geometry:

6' = md /2 w

where d is the lateral displacement. This measurement is also

limited by scattering effects. Similarly the maximum allowable

rotation is limited by the maximum lateral displacement at what-

ever radius the fringes are being observed.
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There are some other techniques in addition to the double-

exposure techniques referred to that do not appear to allow any

additional freedom and, in fact, tend to be a little more

restrictive. One such technique is Boone's 2 3 technique, which

involves illuminating the surface with two parallel collimated

beams and imaging the speckle pattern on a photographic plate.

Once the plate has been developed, a real-time or electronic

(with a television recording) subtraction technique can be

employed to see if the speckle patterns still match. The fringes

due to lateral displacement are then dependent on the illumi-

88nating angle 6- and

22
2d sin =nX, n = (0,1,2,3 ... .

Bias fringes can be introduced by tilting one of the illuminating

beams with respect to the other. This requires that the plate

can be repositioned very accurately. A modification of this

technique takes advantage of the nonlinearities of the film and

the statistical distribution of the emulsion particles. This

involves giving a small (couple of speckle) lateral displacement

to the object between a double exposure to produce a one-

dimensional grating and again obtaining Young's fringes. The

recording is then reimaged using just the + 1/2 order recorded

beam (by spatial filtering).

These techniques have the advantage that, theoretically,

ry high contrast fringes can be obtained. The fringes can be

analyzed either by examining the film with some small viewing

aperture or by reilluminating the film and selecting an area by

spatial filtering. The sensitivity of the techniques is

adjustable by varying the demagnification factor of the system,

thereby varying the Young's fringe spacing s. By doing this, a

sensitivity range of a few microns to about 1/6 the object size

can be obtained.

There are also some very restrictive limitations. A certain

amount of mechanical and coherence stability is required which
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Limits the "in factory" type use. Due to resolution and correla-
tion requirements, the magnitude of displacement that can be

tolerated is somewhat limited (tilt of about 15 mrad and a

lateral displacement of about 1/6 the object size). There is

also a relative insensitivity to line-of-sight movement. This

movement, however, can introduce a certain amount of error into

lateral displacement measurements. Because of this problem the

applicability of this technique to vibration analysis would be

limited.

2. CONCLUSIONS

The main limitation of speckle techniques is their relative
insensitivity to longitudinal movement along the line of sight.

Other basic limitations are inherent in this type of interferometry.

a. Distortion introduced by the lens of the camera used

for recording the phenomena will limit the range of displacement

that can be measured accurately (even if other aberrations are

negligible).

b. A fine-grain film is required to resolve the speckle.

c. The image movement must be greater than one speckle for

any observable results.

d. The speckle patterns must remain correlated.

In the Aero Propulsion Laboratory derotator system, these

limitations would be severe. Because of the very high f-number

of the optical system, the sensitivity ot the speckle inter-

terometry would have a lower limit of about 50 microns. The

aberrations through the derotator would limit the movement even

more by effectively enlarging the size of the speckle. For the

purpose of vibration analysis, the out-of-plane displacements are

typically larger than the in-plane displacements. From a

geometric point of view, the minimum out-of-plane displacement to

obtain the required in-plane displacement would be a few
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millimeters, probably enough to decorrelate the speckle pattern

(beyond the depth of focus) or at least introduce a large error

factor. Therefore, it may not be possible to obtain a clear

derotated speckle pattern. The potential solution to this sen-

sitivity to in-plane but not out-of-plane movement is to use a

white light speckle projected from off-axis so that it moves

laterally relative to the surface, due to an out-of-plane

movement. This is what moire interferometry does, without the

limitations and errors associated with speckle interferometry

since it does not rely on the surface structure as a measurement

standard.
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SECTION IX

MULTIPLE WAVELENGTH INTERFEROMETRY

1. MULTIPLE WAVELENGTH CONTOURING

Multiple wavelength holographic contouring is a similar

approach to the problem of deflection measurements without the

problems associated with projecting a clear grating on the object

as required with moire. 2 4 - 2 6 For this technique, a hologram is

made of the object, then reconstructed in real time using a wave-

length different from that used to make the hologram. A

variation of this would be to make a double exposed plate using a

different wavelength for each exposure and then reconstructing

with either. The sensitivity of this technique is given by

(fringe-to-fringe spacing)

P = Xl X2 / 21 l - X2

Using an Argon laser, fringe spacings of a few microns to about

twenty-five microns can be obtained, as shown in Table 7. A more

continuous range could be obtained using a dye laser. A dye

laser for this application would probably be more trouble than it

would be worth.

TABLE 7

FRINGE SPACING FOR MULTI-WAVELENGTH CONTOURING

l A2 Fringe Spacing

488 nm 514.5 nm 4.75 microns
488 nm 496.5 nm 12.25 microns
488 nm 476.5 nm 10.1 microns
501.7 nm 496.5 nm 23.95 microns
514.5 nm 496.5 nm 7.99 microns
514.5 nm 476.5 nm 3.22 microns
514.5 nm 501.7 nm 10.08 microns
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A typical optical system for the multiple wavelength tech-
nique is shown in Figure 27. First, a hologram is made of the

object at a wavelength of XI. Then the developed hologram is

accurately repositioned and the hologram and object are illumi-

nated at some other wavelength X2. The holographic image is

displaced from the object in the x, y, and z direction due to the

dispersion property of the hologram. By changing the angle of

the reconstruction beams to the holographic plate, the lateral

displacement of the holographic image relative to the object can

be corrected, yielding a holographic image which is superimposed

over the object but slightly displaced along the line of sight.

This small z-axis displacement causes the holographic image to

appear to be a different size than the object. When the two

images are viewed together, a contour of the object is seen like

the contour of a sphere that is seen when it is cut by a series

of planes or spherical surfaces of a different curvature. It is

important that the object be viewed at normal incidence for this

contour, or a lateral displacement will still exist and introduce

additional bias fringes. These bias fringes would make the con-

tour difficult to interpret.

To make a double exposed hologram of the object, a second

plate is exposed right after the first. The first plate is devel-

oped and used to reposition the holographic image over the object

to obtain a clear contour. A second exposure is then made on the

second plate at the new wavelength. When this plate is

developed, it can be viewed with either wavelength independent of

the object and the holographic image will show contour fringes.

To view these contours, both images must be in focus at the

same time. This puts a limit on the resolution which can be

obtained in viewing the object since high resolution permits a

smaller depth of focus. An opaque yet finely diffuse coating

would greatly decrease the noise in the holographic image and

make the contours more visible. As with the moire, the resolution
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Figure 27. System fcz Multiple Wavelength Contouring.
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and hence the rate of change of a contour and the size of a

structure which can be viewed at one time are limited by the

depth of field required for the area of interest to be in focus.

The allowable depth of focus for a required resolution is
given by (object in air) 2 7

depth of focus = + X/ 2 sin 2 U

where X is the wavelength of illumination and U is the largest

ray angle accepted by the optical system. If the holographic

image moves more than this, both images can not be viewed at the

same time and no contour is seen. The equation for this dis-

placement is

AZ = Z((XI/X 2 )-l) = Optical Path difference

where Z is the distance from the hologram to the object. For a

typical system this would be on the order of 1/8 to 1/4 inch.

Therefore, to see fringes clearly the depth of focus and hence

the resolution are limited by this constraint to a resolution of
about 300 microns. If an optical system is devised so as to

locate the hologram very close to the object or image the object

close to the plate, the resolution could be increased and a con-

tour would be easier to view.

2. MULTIPLE WAVELENGTH SPECKLE

A technique related to speckle interferometry but using
multiple wavelengths to achieve the effect is that described by

Jones and Wykes. 28 This technique involves making a hologram of

a specular master object using two wavelenoths Xl and X2. The

hologram can then be reconstructed and a comparison made of

either the master or some nonspecular object of the same geometry

(to compare to the geometry of the master) using speckle

interferometry. In particular, video techniques can be used to
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electronically subtract the intensity distribution of the

X2 illumination from that of Al, illumination. This yields:

I2 4 2 A2 Cos O Sin [4 + 2 ) - - - q cos a]

where AS  speckle amplitude, AR = reference beam amplitude, (D

random phase factor, T = average phase difference between object

and reference beams, q = normal distance between the object and

master wavefront, and a = angle of illumination between illumi-

nating wavefront and surface normal. Dark fringes occur when q

cos 6/2 = Al2 where

A1 2 = X1 A2/2(X 2 - Al).

The sensitivity of the system is then adjusted by changing X2 and

A1 relative to each other. ThL- is ultimately limited by the

surface roughness of the object under test in that A1 2 must be

greater than eight times the mean surface roughness. A workable

sensitivity range of 7 pm to 25 Um was found by Jones and Wykes.

A number of limitations and possible sources of error could

make this technique very cumbersome for th. results obtainable.

The limitations of speckle testing as discussed before will still

hold in general. The area of inspection is limited by the aper-

ture and depth limitations of the hologram. There is also a

problem with error fringes caused by inaccurate replacement of

master or object to be compared; errors in reconstruction beam,

emulsion shrinkage; and other related factors. However, these

error fringes can be minimized. The sensitivities possible are

limited by the available wavelengths. There is also the problem

that the master needs to be specular to obtain good fringes, and

this still does not guarantee high contrast due to the surface

roughness of the object to be compared.
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3. RESULTS AND ONCLUSIONS

Multiple wavelength holographic contouring (MWHC) has a

number of limitations. Because MWHC is a holographic process, it

requires holographic tolerances and stabilities. This require-

ment would limit its use in actual turbine blade tests to static

situations. MWHC is also contour sensitive. The contour infor-

mation is superfluous to the deflection data and can be an

annoyance. This problem was encountered at APL when doing pulsed

holography of a contoured bladed disk with a ruby laser which was

not operating in a single longitudinal mode (see Figure 28). If

the object surface is not smooth, MWHC can generate a highly

complex pattern of fine contour lines. To obtain actual deflec-

tion data, two contours would need to be made (before and after

deflection) and superimposed to form a moire. The sensitivity of

the moire would be determined by the original contour interval.

For a rough surface, the MWHC fringes would be very high fre-

quency and low contrast. The additive moire that would be formed

between two contours would be even lower contrast. For a dis-

placement which is large compared to the contour interval, the

moire may not be visible because of depth-of-focus limitations

imposed by the high-frequency contour.

A possible approach, which could make either MWHC or high-

frequency holographic interferometry fringes useful, would be to

moire the holographic fringes against a higher frequency known

linear grating. The moire would then have the sensitivity of the

known grating which could be adjusted as desired. This system

would still be limited to laboratory type applications. However,

if the range of contour fringes is large, the resulting moire may

often be too fine to be useful.

Experimental investigations of MWHC have shown that it is

difficult to obtain high-contrast contour fringes over a diffuse

large area object due to the depth-of-focus limitations and

chromatic aberrations introduced by the derotator optical system.
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We were able to obtain a clear contour of specular objects with a

contour sensitivity of 20 microns per fringe. Because of the

sensitivity of MWHC to surface roughness, we were not able to

obtain a clear contour on a painted surface (the fringes contour

the roughness of the surface). This problem would be even more

severe if retroreflecting paper was used since the specular

spheres which make up the surface are large compared with the

contour interval. Because of the depth of focus, contour

sensitivity, data interpretation difficulty, and the need for an

expensive wavelength adjustable laser (like a dye laser),

multiple wavelength techniques would not be a viable approach to

real structural dynamic response study.

i
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SECTION X

SUMMARY AND RECOMMENDATIONS

1. ANALYSIS OF REAL-TIME SYSTEM

The resolution of the real-time derotator system is current-

ly about 5 LP mm. This can be increased to 60 LP mm and the

illumination field enlarged by replacing the present imaging

optics with larger aperture flat-field lenses and replacing the

current one-inch polarizing beam splitting cube with a larger

aperture beam splitter. We procured these items and verified

these improvements.

The University also developed a speed controller to provide

a more exact setting of the object speed. To provide increased

excitation force and permit operation in a vacuum chamber, we

developed a set of externally cooled magnets. These improvements

will permit more reliable results to be obtained with greater

ease in the APL real-time holographic test facility.

2. NEW TECHNIQUES FOR BLADED-DISK DYNAMICS MEASUREMENTS

Both speckle interferometry and multiple wavelength inter-

ferometry have some serious restrictions. Speckle interferometry

is not directly sensitive to out-of-plane displacements. The

amount of movement required to obtain displacement data would

probably decorrelate the speckle patterns. Speckle inter-

ferometry is best suited for in-plate deformations under static

conditions. Multiple wavelength interferometry creates a contour

of the object, thereby requiring four separate holographic expo-

sures to obtain data. A rough object surface or large defor-

mation may reduce the contrast of the deformation fringes below a

usable level. Because of the limitations imposed on the objects,

the cost of the required equipment, and the difficulty in

obtaining results, multiple wavelength holographic interferometry

is not foreseen as a viable technique except for specific labora-

tory experiments.
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Moire interterometry is a much simpler, less costly tech-

nique than the others considered, and it requires much less stabil-

ity and fewer optics. Projection moire interferometry offers

the most versatility of the moire systems investigated. A lower

range of sensitivity with projection moire was found to be 20 to

50 microns (one to two mils). Projection moire requires no spe-

cial model preparation (as does contact or reflection moire) and

is compatible with the derotator imaging system. To enhance the

fringe data, optical processing can be easily applied to the pro-

jection moire data.

We demonstrated three methods of projection moire inter-

ferometry as applied to studying the structural dynamics of a

rotating disk: time-average, real-time, and pulsed moire. Time-

average moire is simple to do and measures the maximum deflections

but is restricted to studying well behaved standing waves. Real-

time moire may provide too much extraneous information for large-

scale testing but is a powerful laboratory tool for obtaining

historical data of structural dynamics. The versatility of real-

time moire could be increased by using a shorter pulsed (high

repetition rate) laser than was available for this study. Single

or double-pulsed moire would be the most appropriate approach for

larger scale, nonlaboratory testing, although real-time feedback

is not available.

3. SYSTEM RECOMMENDED FOR APL FACILITY INSTALLATION

We have investigated two potential projection moire inter-

ferometry systems for application to the Aero Propulsion

Laboratory test facility: a telescope system and a single tilted

lens system. These two systems are shown in Figures 29 and 30.

Both systems use projected interference fringes. The primary

advantage of the telescope system is that the fringe field at the

object is collimated. Collimation ensures that the projected

fringe period is constant for any plane. Because of the
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divergence of the light in the single lens system there will be

some variation in angle of incidence from one side of the object

to the other. This can be compensated for by introducing a

variation in the projected grating period across the object such

that

Pl / tan 81 = P2 / tan 82

where the period on the object P1 
= Po/cos 81 (PO is the normal

incidence period). Another advantage of the telescope system is

a collimated beam passing through a thick tilted window (such as

the vacuum chamber window) will gain no aberrations except those

inherent in the window. A tilted thick window will cause the

apparent focus of a horizontal fan of rays to shift relative to

the focus of a vertical fan of rays, thus introducing astigmatism

and coma (much like a tilted lens). If both focus points are at

infinity (i.e., the beam is collimated) then these aberrations will

not be introduced at all. The actual implication of these

aberrations on the projected fringe field may be questionable.

Since we are using a one dimensional grating, the difference in

magnification along the length of the grating lines versus the

period is inconsequential. However, we would expect a bowing of

the grating lines from top to bottom which would be nice to avoid

(i.e., a different period in the middle versus the edges).

The telescope system has one important limitation in that

the size of the object is limited by the size of the collimating

lens. For application to the current APL test facility, this is

not a real limitation since the size of the object is already

limited by the size of the vacuum chamber window. Another limi-

tation of the telescope system is that it can not practically

image a Ronchi ruling onto the object (while the single lens

system can easily do so). For some applications, it may be

possible to spread out the telescope system to make this

practical, but it would not easily fit on a single optics table.
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This is not a problem for the current application since we are
using interference fringes which exist everywhere in space and dc

not need to be imaged. The principle advantages and disadvan-

tages of each system are summarized in Table 8.

Based on this comparison, the best projected fringe system

for the Aero Propulsion Laboratory test facility would be the

collimating telescope system. This system is the easiest to set

up and the data would be the easiest to interpret. A single lens

imaging system may be more desirable for large objects since a

large collimator would not be required, (a holographic optical

element may also be useful).

TABLE 8

COMPARISON OF PROJECTED FRINGE OPTICAL SYSTEMS

Description Advantages Disadvantages

Nonimaging, 1. Yields a collimated 1. Size of object field
collimating beam so has a con- limited by size of
telescope stant period and collimating lens.
system sensitivity at any

plane.

2. Aberrations due to 2. Does not image a
a thick window Ronchi ruling
minimal, onto object (not

practical).

Single tilted 1. Easily scalable to 1. Variation in angle
lens imaging large objects. of incidence across
system object requires a

2. Can be compact. calculated
variation in period

3. Can use white light for constant sensi-
to image Ronchi tivity.
ruling on object.

2. Aberrations due to
a thick window
could be detrimental.
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APPENDIX A

OBJECT MOTOR SPEED CONTROLLER
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APPENDIX A

OBJECT MOTOR SPEED IONTROLLER

The object motor speed controller was built to provide

accurate and easy setting of the object speed. This capability

is important in obtaining resonant frequency data about rotating

objects. The speed controller uses a signal directly from the

optical encoder on the object spindle to provide feedback data

which continuously corrects and stabilizes the object speed to

the preset value. The speed can be set by the thumbwheel con-

trols to within 1 rpm, and the electronics maintain this speed to

within ± 2 rpm. The schematic drawings for the object motor

speed controller are shown in Figures A.1 through A.8 (Drawings 1

through 8) and Figure A.9 lists the Pin assignments.
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3TOR CojNTFOLL.E;. MOTHER B)OAD FiN HSSIGNMENT L.2, , riur A.9.

PIN # DAC SYNTHESIZER F'LL ISOLATOR

I NC SWi NC NC

NC SW 2 NC NC

NC SW 7 NC NC

4 NC SW 4 NC NC

5 SW 5 SW 5 NC NC

6 SW 6 SW 6 NC NC

7 SW 7 SW 7 NC NC

8 SW B SW 8 NC NC

9 SW 9 SW 9 NC NC

10 SW 10 SW 10 NC NC

11 SW 11 SW 11 NC NC

12 SW 12 SW 12 NC NC

13 SW 1Z SW 13 NC NC

14 SW 14 SW 14 NC NC

15 SW 15 SW 15 NC NC

16 SW 16/NC SW 16 NC NC

17 ERROR NC

18 DAC OUT NC V IN

19 F OUT F REF

20 PHASE P

21 SPEED IN SPEED OUT

22 
V OUT

23 
EXT IN +

24 
EXT IN

25

216 -15 -15 -15 -15

27 +15 15 +15 +15

2e GND GND GND GND

29 GND GND GND GND



APPENDIX B

MAGNETIC TRANSDUCER, HIGH FORCE, HIGH FREQUENCY
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APPENDIX B

MAGNETIC TRANSDUCER, HIGH FORCE, HIGH FREQUENCY

The principle concern in the design of this transducer was

to maximize the force that it can exert on the target disk or

beam. The maximum force results from producing the maximum

possible magnetic field at the target surface. The biggest

single complication in the design arose from the requirement for

large force at relatively high frequencies. Several refinements

were incorporated to minimize the limiting effects and to maxi-

mize power transfer to the magnetic field.

The basic geometry of this tranducer is that of a relatively

long iron core with a multilayer coil of copper wire wrapped

around it. This assembly is contained within a closed, exter-

nally threaded housing to allow for cooling and mounting. The

actual core is square in cross section and is contained within a

cylindrical coil form. This configuration allows freon to be

circulated between the core and the coil in order to cool the

windings. The freon removes much of the heat generated by 12 R

losses, permitting a higher current to be driven through the wire

coils, thus resulting in a higher magnetic field. Figure B.1

shows a schematic cross section of the cooling flow configuration.

At frequencies above several tens of Hertz, eddycurrent

losses become significant. These occur in any conductor placed

within a changing magnetic field, such as the core of a transfor-

mer, or the core of this transducer. As the operating frequency

is increased, the eddycurrent losses also increase. This eddy-

current effect can be reduced appreciably by constructing the

core of thin, electrically isolated laminations of the core

material, again much as within a transformer. The higher the

required operating frequency, the thinner the laminations must

be.
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The core was constructed from 0.015" thick silicon-iron

transformer sheet steel to produce a nominal 0.25" x 0.25 x

1-5/8" core, laminated parallel to the long direction (see Figure

B.2. The laminations are pressed into a glass-epoxy coil form

with a thin layer of electrical tape to fill in the slight gap

which resulted from the core's not having a perfectly square

cross section. The back end of the core is almost in contact

with the transducer body, providing a magnetic flux return path

through the transducer body. The front of the core is pressed

against a - 0.015" thick nonmagnetic stainless steel membrane.

This end provides the external magnetic field to the target disk.

The coil consists of eight layers of 30 gauge enameled wire
with a copper-constant and thermocouple embedded between the

fourth and fifth layers. The resistance of the coil is nominally

12.5 ohms. Fusing current for 30-gauge wire is approximately 10

amperes. To avoid possible damage to the coil, six amperes peak

current should not be exceeded under any circumstances. At an

ambient temperature of 27°C, the cooling should be adequate for

currents up to the above recommended limit. During operation in

high temperature environments the coil temperature, monitored by

the thermocouple, should not be permitted to exceed 850 C.

Figure B.2 through B.7 show the design drawings of the parts

of the transducer assembly. Preliminary performance results on

the new transducer design are shown in Figures B.8 through B.11.

Figure B.8 shows the Oersteds versus D.C. current input into the

transducer. Oersteds are a measure of the magnetic field

strength. Figure B.9 illustrates the increased power of the

transducer as a function of increasing D.C. bias current at a

constant A.C. drive voltage. The acceleration output was

measured by an accelerometer mounted on a standard aluminum beam.

Figure B.10 illustrates the effect on the drive power of an A.C.

voltage increase to the transducer with a constant D.C. bias

current. Once again the acceleration is monitored on an aluminum

beam which is being excited by the transducer.
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B.1 COOLING SYSTEM

A cooling system, fabricated to cool the transducers manu-

factured for the Propulsion Laboratory, was delivered with the

transducers. The system was built around a Copeland Model FBAH

0050 lAA compressor/condenser unit. The system is designed to

provide cooling for two to eight transducers. Refrigerant flow

rate is controlled by metering valves in the supply and return

lines, a thermostatic expansion valve, and the amount of fueon

charge in the system. Distribution of refrigerant among trans-

ducers is provided by manifolds (Figure B.11) between the supply

and the return line and the transducers. One set of manifolds

was provided with the transducer mounting plate to be used on the

bladed-disk fixture.

Since it is anticipated that the system will occasionally be

subjected to contamination, principally due to connecting and

disconnecting transducers, two filter-driers were installed. A

filter-drier, having 9 cubic inches desiccant and 21 square

inches filter surface, installed in the liquid line, would nor-

mally be adequate to provide long-term protection to the system.

However, anticipating the probability of refrigerant contamination,

not only by moisture but also by solid particulates, a larger

filter-drier having 30 cubic inches desiccant and 53 square

inches filter area was installed in the suction line. The larger

filter drier was placed in the suction line to trap contaminants

before they enter the compressor.

A schematic diagram of the refrigerant circuit is provided

in Figure B.12. Refrigerant vapor is drawn into the compressor.

The heat of compression is dissipated in the air-cooled condensor

and liquid refrigerant flows through the receiver and liquid line

filter to the expansion valve. The expansion valve regulates the

flow of liquid refrigerant to the transducers in response to the

temperature of the vapor return line from the transducers which

can be considered an evaporator. Two sets of control valves and
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I l
COPELAND MODEL FBAH 0050 1AA

S/N 78E-13500

f oReceiver,

r Air Coo ed Condenser "

C A

La
E

To Cooling Mlanifold(s)

A. Filter-Drier, Sporlan, Type C082
B. Thermostatic Expansion Valve,

Sporlan, Type FF-1/2-C
C. Filter-Drier, Sporlan, Type C305
D. Gauge, Head Pressure, 0-160 PSI
E. Gauge, Supply Pressure, 0-160 PSI
F. Gauge, Vapor Pressure, 0-100 PSZ
G. Valve,. Transducer Supply
H. Valve, Transducer Return
X. Valve, Charging

Figure B.12. Schematic of Cooling System
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connections have been incorporated to provide flexibility for

cooling a variety of transducer configurations.

B.a Transducer Connection

During long quiescent periods, the system will leak down to

one atmosphere (0 PSI gage pressure). Connecting lines and

transducers to the system could introduce ambient air to the

system resulting in overburdening filter/driers. To minimize

contamination, the following purge procedure is recommended.

" Connect required number of transducers to manifolds.

" Connect supply lines loosely to supply fittings.

* Connect vapor return lines securely to return fittings.

" Open charge valve to purge room air from transducers

and lines.

" Secure supply lines to fittings.

" Close charge valve.

The above procedure results in a clean system with the

exception of atmospheric contamination (approximately 0.7 in3 )

entrapped between the supply fittings and supply valves.

B.b Operation

The system should function satisfactorily, regardless of the

number of transducers being cooled, if after turning the system

on, the charge valve is opened until the HEAD PRESSURE gauge

registers 120 PSI. Operation for prolonged periods may require

opening the charge valves occasionally to balance the system due

to slight leakage at the many mechanical connections of the

system.

The following procedure is recommended for satisfactory

operation of the system.

Start-up:

" Open (CCW) valve F-12 cylinder.

" Open (CCW) supply and return valves required.
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* Turn on AC power switch.

* Open (CCW) charge valve until head pressure builds

up to 100-120 PSI.

* Close (CW) charge valve.

During operation the supply pressure gage should indicate

30-60 PSI and return pressure gage should indicate 0-20 PSI.

Shut-down:

* Turn off AC power switch.

* Close (CW) supply and return valves.

* Close (CW) valve on F-12 cylinder.
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